








relay 1 output time (Default: 1 second)

	 1.	 Enter the master code twice (Default: 12345).
		  Two beeps are emitted to confirm entry in programming mode.

	 2.	 Press *  then 1  
		  One short beep is emitted. Enter the 2 digit time in seconds
		  (01 to 99) Enter 00 for a latched output for relay 1.
		  One long beep is emitted to confirm programming.

	 3.	 Press #  to exit from programming.
		  Two beeps are emitted to confirm exit from programming mode.

relay 2 output time (Default: 1 second)

	 1.	 Enter the master code twice (Default: 12345).
		  Two beeps are emitted to confirm entry in programming mode.

	 2.	 Press *  then 2  
		  One short beep is emitted. Enter the 2 digit time in seconds
		  (01 to 99) Enter 00 for a latched output for relay 2.
		  One long beep is emitted to confirm programming.

	 3.	 Press #  to exit from programming.
		  Two beeps are emitted to confirm exit from programming mode.

AUDIBLE FEEDBACK (Default: Disabled)

	 1.	 Enter the master code twice (Default: 12345).
		  2 beeps are emitted to confirm entry in programming mode.

	 2.	 Press *  then * . One beep is emitted.

		  Press 0  to disable or 1  to enable the audible signal during a 
		  key press. One long beep is emitted to confirm programming.

	 3.	 Press #  to exit from programming.
		  Two beeps are emitted to confirm exit from programming mode.

User codes (PIN) 
	
User rank 00 to 59 activate relay 1 and
rank 60 to 99 activate relay 2

You can NOT use all “0” for user codes (PIN). It is used 
to delete an existing user code (PIN).

	 Step 1.	 Enter the master code twice (Default: 12345)
		  Two beeps are emitted to confirm entry in programming mode.

	 Step 2.	 Enter user rank
		  (00 to 59 activate relay 1 and 60 to 99 activate relay 2).
 		  If the user rank is free, one short beep is emitted.
		  Go to step 3
		  If the user rank is NOT free, 4 short beeps are emitted.
		  Do one of these 3 options:

		  1: To overwrite existing code (PIN): Go to step 3
		  2: To delete current user code (PIN): Enter all “0”
			   (4 to 6 digits) One long beep is emitted.
			   Repeat Step 2 to add another user 
			   code (PIN) or go to step 4 to exit.
		  3: To exit without any change: Wait 120 seconds or
			   enter the actual user code (PIN) for that rank.
			   One long beep is emitted. Go to step 4 to exit.

	 Step 3.	 Enter the user code (PIN) (4 to 6 digits, default 5 digits).
		  If the user code is accepted, one short beep is emitted.
		  Repeat Step 2 to add another user code or go to step 4 to 

exit.
		  If the user code exists or invalid, 4 short beeps are emitted.
		  Re-enter the rank and try another user code (PIN) or
		  wait 120 seconds to exit

	 Step 4.	 Press #  to exit from programming.
		  Two beeps are emitted to confirm exit from programming
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Changing Sub Master Code for rank 00 to 59

      (Default: *  then # )

	 The Sub Master code allows the user to change their own code (PIN) 
without entering in programming mode.

	 For better security user codes (PIN) should be changed periodically.

	 1.	 Enter the master code twice (12345 default value master code).
		  Two beeps are emitted to confirm entry in programming mode.

	 2.	 Press *  then 7 . One short beep is emitted.
		  Enter the new 2-digit sub master code.
		  One long beep is emitted to confirm programming.

	 3.	 Press #  to exit from the programming mode.
		  Two beeps are emitted to confirm exit from programming mode.

Changing Sub Master Code for rank 60 to 99

      (Default: 1  then 3 )

	 The Sub Master code allows the user to change their own code without 
entering programming mode.

	 For better security user codes (PIN) should be changed periodically.

	 1.	 Enter the master code twice (12345 default value master code).
		  Two beeps are emitted to confirm entry in programming mode.

	 2.	 Press *  then 8 . One short beep is emitted.
		  Enter the new 2-digit sub master code.
		  One long beep is emitted to confirm programming.

	 3.	 Press #  to exit from the programming mode.
		  Two beeps are emitted to confirm exit from programming mode.

Enabling users to CHANGe their OWN CODE

	 To enable the user to change their own code, connect the light green 
and purple wires together when installing the keypad.

	 1.	 Enter the existing user code.
		  The relay is activated and a beep is emitted.

	 2.	 Enter the 2-digit sub master code

		  Default: Rank 00 to 59: *  then #

		  Default: Rank 60 to 99: 1  then 3
		  One long beep is emitted.

	 3.	 Enter the new user code (PIN).
		  Two beeps are emitted to confirm the new user code and
		  exit from programming.
		  The illumination of the keypad switches off.

	 4.	 Try the new user code to make sure it activates the relay.
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Manufacturing Access Control since 1985

CDVI (Headquarters/Siège social)
FRANCE
Tel: +33 (0)1 48 91 01 02
Fax: +33 (0)1 48 91 21 21

CDV AMERICAS
CANADA
Tel: +1 (450) 682 7945
Fax: +1 (450) 682 9590
 
CDV BENELUX
BELGIUM
Tel: +32 (0)5 662 02 50
Fax: +32 (0)5 662 02 55

CDV CH
SWITZERLAND
Tel: +41 (0)21 882 18 41
Fax : +41 (0)21 882 18 42

CDV CHINA
CHINA 
Tel: +86 (0)10 87664065
Fax: +86 (0)10 87664165

CDV IBÉRICA
SPAIN
Tel: +34 936 916 551
Fax: +34 935 801 278
 
CDV ITALIA
ITALIA
Tel: +39 0331 97 38 08 
Fax: +39 0331 97 39 70

CDV MAROC
MOROCCO
Tel : +212 (0)22 48 09 40
Fax : +212 (0)22 48 34 69

CDV SWEDEN
SWEDEN
Tel: +46 (0)33 20 55 50
Fax: +46 (0)33 20 55 51

CDV UK Ltd
UNITED KINGDOM
Tel: +44 (0)1628 531300 
Fax : +44 (0)1628 531003 

DIGIT
FRANCE
Tel : +33 (0)1 41 71 06 85
Fax : +33 (0)1 41 71 06 86

LA GACHE ELECTRIQUE
FRANCE
Tel: +33 (0)3 88 77 32 82 
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PROCOFI
FRANCE
Tel: +33 (0)1 41 83 04 90
Fax: +33 (0)1 41 83 04 91
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FRANCE
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INSTALLATION MANUAL

Heavy Duty Stainless Steel
Illuminated Keypads
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Range: DIGICODE® (Stand-Alone Keypad)
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